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SLIDING DOOR SYSTEM: 

INSTALLATION INSTRUCTIONS 

TOP TRACK POSITIONING S34 / S42 
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ACCESSORIES AND TOOLS

ACCESSORIES:

TOOLS:

1_ top track positioning S34

     (item-no.: 10.01.026)

2 _ top track positioning S42

     (item-no.: 10.01.027)

1_ allen key 2,5mm 2_ carpenters pincers

1_  put the top track positioning into the top track and turn it in

Please pay attention 

to the following steps.

 

top track positioning S34 and S42 for 40 mm and 60 mm top track



   
   

  

                                         
 
 
 
 
 

INSTALLATION INSTRUCTIONS

2_ top track positioning, has to be shortened

too long
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4_  controlling the position

3_ central axis to mark

1. Slide the door in closing 
    position.
2. Mark the central axis    
    of roller of the 
    sliding door with a pencil   
    on the top track. 
3. Adjust the top track 
    positioning centric to   
    the marking.

5_ top track positioning fi xed

Slightly tighten

the top track 

positioning, so that it 

cannot be shifted in the top track any more, 

then do another quarter turn to fi x it fi nally.     

sources 

of errors
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INSTALLATION INSTRUCTIONS

Please check for 

designated closing 

position.

6_ function test

minimum 100 mm

7_ no screw in the assembly sector

8_ trim top track positioning if necessary

For painted or powder 

coated top tracks it may 

be required to trim the top 

track positioning at the edge 

as shown in the detail.

9_ positioning examples for the top track positioning

For the series 710, 751 and 

other narrow profi le series 

must the top track positioning 

to be installed in the centre 

of the sliding door, if neces-

sary the sliding door must be 

removed prior to assembly.


